
                    www.MySafeFLHome.com
MSFH 1802 Form Explained Flyer 3.7.2025

GetReadier.com

Understanding the “1802” Form:
The key to home insurance savings in Florida

In Florida, the 1802 form is officially known as the Uniform Mitigation Verification Inspection Form. It is 
used to document the wind mitigation features of a home or building. This form is typically completed 
by a licensed home inspector, contractor, or engineer during a wind mitigation inspection.

The purpose of the form is to assess how well a 
property is designed to withstand wind damage, 
particularly from hurricanes and tropical storms. 
Insurance companies use the information on the 
1802 form to determine eligibility for discounts on 
homeowners’ insurance premiums, as homes with 
certain wind-resistant features are considered less 
risky to insure.

KEY FEATURES EVALUATED ON THE FL 1802 
FORM INCLUDE:

1. �Roof Covering: The type of roofing material and 
its condition.

2. �Roof Deck Attachment: How the roof deck is 
attached to the structure.

3. �Roof-to-Wall Connections: The method used to 
connect the roof to the walls.

4. �Secondary Water Resistance: Whether the roof 
has an additional barrier to prevent water intrusion 
if shingles are blown off.

5. �Opening Protection: The presence of storm 
shutters or impact-resistant windows for doors 
and windows and garage doors

6. �Roof Geometry: What is the home’s roof shape 

can affect your home’s wind resistance. There are 
three main types of roof shapes:

	 • �HIP ROOF: Slopes down on all sides, providing 
better wind resistance.

	 • �GABLE ROOF: Has two sloping sides, forming 
a triangle at each end.

	 • �FLAT ROOF: Has little or no slope, which can 
be less effective against strong winds.

Uniform Mitigation Verification Inspection Form
Maintain a copy of this form and any documentation provided with the insurance policy 

Inspectors Initials _____ Property Address_____________________________________________________________ 

*This verification form is valid for up to five (5) years provided no material changes have been made to the structure. 
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Inspection Date:  
Owner Information 
Owner Name: Contact Person: 
Address: Home Phone: 
City: Zip: Work Phone: 
County:  Cell Phone: 
Insurance Company: Policy #: 
Year of Home: # of Stories:  Email: 

NOTE:  Any documentation used in validating the compliance or existence of each construction or mitigation attribute must 
accompany this form.  At least one photograph must accompany this form to validate each attribute marked in questions 3 
though 7.  The insurer may ask additional questions regarding the mitigated feature(s) verified on this form. 

1. Building Code:  Was the structure built in compliance with the Florida Building Code (FBC 2001 or later) OR for homes located in 
the HVHZ (Miami-Dade or Broward counties), South Florida Building Code (SFBC-94)? 

A. Built in compliance with the FBC: Year Built _________.   For homes built in 2002/2003 provide a permit application with 
a date after 3/1/2002: Building Permit Application Date (MM/DD/YYYY) ____/____/________ 
B. For the HVHZ Only: Built in compliance with the SFBC-94: Year Built ______.   For homes built in 1994, 1995, and 1996 
provide a permit application with a date after 9/1/1994: Building Permit Application Date (MM/DD/YYYY) ___/___/_______ 
C. Unknown or does not meet the requirements of Answer “A” or “B” 

2. Roof Covering: Select all roof covering types in use. Provide the permit application date OR FBC/MDC Product Approval number 
OR Year of Original Installation/Replacement OR indicate that no information was available to verify compliance for each roof 
covering identified. 

2.1 Roof Covering Type: 
Permit Application 

Date 
FBC or MDC 

Product Approval # 
Year of Original Installation or 

Replacement 

       No Information    
 Provided for 
Compliance 

□ 1. Asphalt/Fiberglass Shingle ____/____/_______ _________________________ ___________________ □ 
□ 2. Concrete/Clay Tile ____/____/_______ _________________________ ___________________ □ 
□ 3. Metal ____/____/_______ _________________________ ___________________ □ 
□ 4. Built Up ____/____/_______ _________________________ ___________________ □ 
□ 5. Membrane ____/____/_______ _________________________ ___________________ □ 
□ 6. Other______________________ ____/____/_______ _________________________ ___________________ □ 

A. All roof coverings listed above meet the FBC with a FBC or Miami-Dade Product Approval listing current at time of 
installation OR have a roofing permit application date on or after 3/1/02 OR the roof is original and built in 2004 or later. 
B. All roof coverings have a Miami-Dade Product Approval listing current at time of installation OR (for the HVHZ only) a 
roofing permit application after 9/1/1994 and before 3/1/2002 OR the roof is original and built in 1997 or later. 
C. One or more roof coverings do not meet the requirements of Answer “A” or “B”. 
D. No roof coverings meet the requirements of Answer “A” or “B”. 

3. Roof Deck Attachment: What is the weakest form of roof deck attachment?
A. Plywood/Oriented strand board (OSB) roof sheathing attached to the roof truss/rafter (spaced a maximum of 24” inches o.c.) 
by staples or 6d nails spaced at 6” along the edge and 12” in the field. -OR- Batten decking supporting wood shakes or wood 
shingles. -OR- Any system of screws, nails, adhesives, other deck fastening system or truss/rafter spacing that has an equivalent 
mean uplift less than that required for Options B or C below. 
B.  Plywood/OSB roof sheathing with a minimum thickness of 7/16”inch attached to the roof truss/rafter (spaced a maximum of 
24”inches o.c.) by 8d common nails spaced a maximum of 12” inches in the field.-OR- Any system of screws, nails, adhesives, 
other deck fastening system or truss/rafter spacing that is shown to have an equivalent or greater resistance 8d nails spaced a 
maximum of 12 inches in the field or  has a mean uplift resistance of at least 103 psf. 
C.  Plywood/OSB roof sheathing with a minimum thickness of 7/16”inch attached to the roof truss/rafter (spaced a maximum of 
24”inches o.c.) by 8d common nails spaced a maximum of 6” inches in the field. -OR- Dimensional lumber/Tongue & Groove 
decking with a minimum of 2 nails per board (or 1 nail per board if each board is equal to or less than 6 inches in width). -OR- 
Any system of screws, nails, adhesives, other deck fastening system or truss/rafter spacing that is shown to have an equivalent 

Once completed, the form is submitted to the home-
owner’s insurance company to potentially qualify for 
wind mitigation discounts. The wind inspection is not 
mandatory, but it can lead to significant savings on in-
surance premiums, especially in hurricane-prone areas 
like Florida.  We recommend that every homeowner talk 
to their insurance carrier prior to commencing mitiga-
tion upgrades to confirm what discounts they could 
earn.  Rates and discounts can vary 
by carrier. The wind mitigation 
inspection is a key component of 
the My Safe Florida Home 
program’s success.


